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Face Plates
= 1210-2-1/PL-9W-120V-S.S. (STAINLESS STEEL)
(1) - Full glass @) - Lower
Spedifications o:dtdr_nglnlomuﬁm (Lamps not induded with fixture.)
Housing Series Lamp Style Lumen Min. Starting
Heavy duty, one-piece diecast alurminum Output Temp.
with stainless steel extemal hardware. 1210 1/PL-TW Cmnpac:;‘uprescan g 22::::
Lens/Gasketing 1/PLOW Compact Fluorescent
One-plece impadt resistant, UV. stabilized 1/PL-13W  Compact Fluorescent 860 32°F
translucent white tempered glass with 1/PLC-13W  Electronic Auorescent 860 -10°F
weather-proaf o-ing extruded sificone 1/PLC-18W  Blectronic Fuorescent 1250 -10°F
gasket. 1/PLC-26W  Hlectronic Fluorescent 1800 -10°F
Electrical 1/T10-25W  Incandescent 260 50°F
Compact 5,7, 9, or 13 watt pre-heat ballast  Note: For optional plastic molded back bax for rough-ins on concrete and bridwork add suffix “CP8"
or PLC elecironic HPF ballast.
Finish This dagram dustates the siandard ordeing Voltage — Color (textured)
Black o white electrostatically applied e 120V MB - Mate black
baked ename! finish. Baked enamel finishes 2TN &W:Mmmcﬁem
meet or exceed all AAMA requirements for m H H ] Cusiom
1,000 hour salt spray expasure. Interior of
housing white baked enamel. (Note: 5 Lamp/\Wattage
Contact factory for custom extefior color) Sarn 8 . :gw
i hi =16 PL-13W (120 vok only)
Factory pre-wired with high temperature —2Ful i
wire. Completely assembled and tested PLC18W
prior to shipment. 2
Labeis Ocdaring Example: TTTOHTHPLTW _ HTaWHMW] 1020w

ETL listed suitable for outdoor wet location.
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